0-( 2006HLC Series

PRODUCTS

FEATURES

- Full port
-W.P.: 1/4"~2" -2000 WOG(PN150)
2-1/2"~4" - 1000 WOG(PN63)
- W.T. : -20°C~200°C (-4°F~392°F)
- Investment casting
- Blow-out proof stem
- Anti-static device (option)
- Locking device
- Tapped & drilled mounting pad
(option)
- Thread type : ASME B1.20.1 (NPT)
DIN2999 & BS21
ISO7/1 & EN10226
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14 |LOCKING DEVICE AlSI 304
D)\ o] L H W B C H1 H2 H3 T Torque (N-m) Weight (kg)
8 11.6 60.5 50 102 14 5 325 125 10.5 5/16"W 4.1 0.3
10 13 60.5 50 102 14 5 325 12.5 10.5 5/16"W 4.1 0.3
15 15 64 50 102 14 5 325 125 10.5 5/16"W 4.4 0.3
20 20 77 62 120 22 6.5 40.5 16 135 3/8"W 5.9 0.6
25 25 90 75.5 159 22 8 50 18 15.5 7/16"W 7.4 0.8
32 32 100 81 159 24 8 49 17 15.5 7/16"W 8.8 1.3
40 38 118 98 188 24 9 60 19 17.5 1/2"w 13.2 2
50 50 138 108 188 24 9 62 20 175 1/2"w 16.2 3.1
65 65 166.5 136 245 35 12 79 31 30.5 3/4"W 44.1 6
80 80 193 147 245 35 12 78.5 31 30.5 3/4"W 46.6 10.1
100 100 260 183 320 50 16 99 53 42 1"W - -
unit:mm
NPS o] L H W B C H1 H2 H3 T Torque (in-Ib) Weight (Ib)
1/4" 0.46 2.38 1.97 4.02 0.55 0.2 1.28 0.49 041 5/16"W 36 0.6
3/8" 0.51 2.38 1.97 4.02 0.55 0.2 1.28 0.49 041 5/16"W 36 0.6
1/2" 0.59 2.52 1.97 4.02 0.55 0.2 1.28 0.49 0.41 5/16"W 39 0.7
3/4" 0.79 3.03 2.44 4.72 0.87 0.26 1.59 0.63 0.53 3/8"W 52 1.2
1" 0.98 3.54 2.97 6.26 0.87 0.31 1.97 0.71 0.61 7/16"W 65.1 1.9
1-1/4" | 1.26 3.94 3.19 6.26 0.94 0.31 1.93 0.67 0.61 7/16"W 78.1 2.8
1-1/2" 1.5 4.65 3.86 7.4 0.94 0.35 2.36 0.75 0.69 1/2"W 116.8 4.4
2" 1.97 5.43 4.25 7.4 0.94 0.35 2.44 0.79 0.69 1/2"wW 143.4 6.9
2-1/2" | 2.56 6.56 5.35 9.65 1.38 0.47 3.11 1.22 1.2 3/4"W 390.3 13.2
3" 3.15 7.6 5.79 9.65 1.38 0.47 3.09 1.22 1.2 3/4"W 412.4 22.3
4" 3.94 10.24 7.2 12.6 1.97 0.63 3.9 2.09 1.65 1"w - -
unitin

All dimensions in millimeters unless specified as “inch”. Dimension are for reference only



